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NOTES:

1. All dimensions are in metres unless otherwise stated.

2. Do not scale from this drawing.

3. Concrete Paviours to be exposed Aggregate or similar to

match existing. Closest viable product currently Marshall

Conservation Textured Charcoal. Current Price includes uplift

versus TMC to reflect quoted cost.

4. Price required for supply of materials to enable delivery of

scheme.

5. Please note - drawings are for consultation and feasibility

purposes only.

CONSTRUCTION, MAINTENANCE, OPERATION,

DECOMMISSIONING AND DEMOLITION PHASES

HEALTH & SAFETY INFORMATION

1. This drawing shall be read in conjunction with the

Pre-Construction Information and any existing Health and

Safety File(s) produced.

2. In preparation of the construction method statements

consideration should be given to the close proximity of any

structures that may be affected by construction.

3. The contractor shall refer to statutory undertakers' layout

drawings and identify locations of existing overhead and

underground services prior to carrying out excavation works.

4. Refer to the designer's risk register and the works information

for full details of the residual risks associated with this work.

Significant residual risks are listed here and referenced on

the drawing:

4.1.

© Crown copyright and database rights [2019] Ordnance Survey [AL 100049047].

You are permitted to use this data solely to enable you to respond to, or interact

with, the organisation that provided you with the data.

You are not permitted to copy, sub-licence, distribute or sell any of this data to

third parties in any form.

Existing Mosaic Block paving

outside Wetherspoons.

Take up and relay as required

around new back edger line

Take down existing signs and railings.

Replace with new  Sign Design.

Details TBC

General Arrangement Plan

King Doniert - JD Wetherspoon

Footway Reinstatement Works

Cornwall Council

Scale 1:200

Proposed

Arrangement

Take up Existing Concrete Paviour

Footway and Set-Aside for re-use.s.

Install reclaimed / new Pre-Cast Concrete

slabs to footway on granular type 1

sub-base 150mm thick and mortar bed

35mm thick.

Width - 2.0m approx

Adjust existing defective Triple

BT Cover and reinstate to new

footpath level.

Existing Granite Kerbing.

Take up existing kerbs to back

of existing block edge.

Reinstate / renew existing

kerbline.

Install new type EF Concrete Back

edger to rear of carriageway to

delineate edge of highway

boundary.

Access to Wetherspoons.

Install new footway alignment

to intersect Weatherspoons

access "Square" as shown

Install 14no. CC Spec "Type 1" Cast Iron

Bollards to new footway directly behind

new kerbline.

Spacings approx 3.6m.  4no. bollards

adjacent pub side access to be 2.0m c/c

as shown.

Install new HB2 kerb approx. 150mm to

rear of existing granite kerb.

Concrete infill between granite and HB2

kerbs around new sign posts

Existing streetlight to be moved to

front of footway against new HB2

kerb detail

Concrete paving extended to meet

new kerbline using reclaimed

paving slabs.

Re-align existing gully inline

with existing granite set

channel with kerbing detail

surround.

New paving to be laid to

existing footway drainage

channel
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Bollards to extend

up to loading bay

Existing paving to be

removed locally and

relayed around new

bollard

CC Bollard Extent

AutoCAD SHX Text
The

AutoCAD SHX Text
King

AutoCAD SHX Text
Doniert

AutoCAD SHX Text
(PH)

AutoCAD SHX Text
House

AutoCAD SHX Text
TCB

AutoCAD SHX Text
1

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
BAYTREE HILL

AutoCAD SHX Text
Bank


	Sheets and Views
	GA


